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Otoki 21, 4228 Železniki, Slovenija
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ISO 5457 - A2

SMER VRTENJA LEVA DIRECTION OF ROTATION CCW
VRSTA PRETOKA MIMO MOTORJA DISCHARGE BY PASS
VLEŽAJENJE DVA KROGLIČNA LEŽAJA BEARINGS DUAL BALL
IZVEDBA 3-STOPENJSKA FAN SYSTEM 3-STAGE

OSNOVNE ZNAČILNOSTI TYPICAL CHARACTERISTICS

NAPETOST  230 VVOLTAGE
FREKVENCA 50/60 HzFREQUENCY
NAZIVNA MOČ 450 WNOMINAL POWER

4973265448_SESALNA_ENOTA
A0 10485 26.10.12 Koblar U.

497.3.265-448B2 13507 28.03.18 Koblar U.

PUHALO
BLOWER28.03.18 Rihtaršič

12.10.12 Koblar U.

1:1

Kovica / Rivet

OPOMBA: Posebna notranja ozemljitev - glej OP! / 
NOTE: Special inner grounding according to coustomer's demands!

Izvod vodnikov / Wires output:

Napajalni vodnik / Mains wires:
Dolžina / Lenght: 1000 50 Kontrolni vodnik / Control wires:

Dolžina / Lenght: 1000 50

Izhod napajalnih vodnikov/
Mains output

Izhod kontrolnih vodnikov/
Control wires output

Črna-Črna / Black-Black
(Omrežna napetost / Live-Neutral)

Ru-Ze / Yellow-Green
(Ozemljitev / Ground)

ČRNA / BLACK = Emitor

SIVA / GREY = Collector

MODRA / BLUE: 
Isolated speed control 0-10VDC (Low /-)

RJAVA / BROWN: 
Isolated speed control 0-10VDC (High /+)
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WARNING
RISK OF ELECTRIC SHOCK
   DO NOT OPEN

DISASSEMBLY,REPAIR,OR MODIFICATION OF THE BLOWER ASSEMBLY CAN RESULT IN
 SERIOUS PHYSICAL INJURY. FOR FURTHER INFORMATION, SEE THE MANOFACTURER
OPERATING INSTRUCTIONS. DO NOT DISASSEMBLE OR REUSE IN ANY OTHER APPLICATION.
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